
KSAdvanced
Screw    compressors    11 - 18,5   Kw



The result is an extremely quiet and environment friendly compressor with reduced electrical input and easily 
recyclable materials.

ENDURO® SCREW AIREND
Durability and ef�ciency are the strength of our ENDURO® screw airends, the 
result of several decades of uninterrupted research to improve production 
processes.
At Gardner Denver�s, we pay utmost attention to the manufacturing of our 
screw airends, and we test and monitor every single item that we make.
Representing the core of all our ENDURO® airends, rotors are accurately and 
thoroughly checked and measured by a computerized control system.
Our screw airends are tested for quality using advanced 3D measuring 
systems that are located in a temperature-controlled testing room.

QUIETNESS 
Appropriate canalization of the air �ow provides maximum 
quietness (noise levels at 64 db) for the bene�t of the 
environment and machine operators. It also ensures 
optimised cooling.

AIRBASIC CONTROL UNIT
This straightforward, user-friendly 
electronic control unit provides full 
compressor control. Motor star-delta 
start-up, rotational direction, ON/OFF 
operation and unloading, remote controls, 
protection and warning alarms and a full 
set of maintenance-related messages, 
all is controlled by the Airbasic unit.

AIR/OIL SEPARATION
Increased reliability combined with reduced piping & 
connections. All this is made possible by an integrated 
block acting as air/oil separator and �lter. It is so ef�cient 
that it keeps residual oil down to extremely low levels 
(MAX 3ppm). 
Housed in this block are an oil �lter, an air/oil separator 
�lter, a minimum pressure valve and a safety valve.

KSA Building on the reliability of KS compressors is the new 
KSAdvanced, a technologically advanced range stemming 
from a thorough research & development process.
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